Ace transfer trailers are specifically designed
to economically transport high tonnages of solid
waste to distant disposal sites. Bulk refuse can
be compacted to a fraction of its original volume
in these 65 and 75 cubic yard trailers . . . into
dense payloads of up to 30 tons depending on
the type of solid waste.*

At the disposal site, refuse is automatically
emptied by Ace's “Traveling Anchor” hydraulic
compaction/ejection system . .. or the standard
*Single Sweep System.”

Ace transfer trailers are normally rear loaded.
An Ace transfer compacter is recommended for

TRANSFER TRAILERS

MODELS AT-65 and AT-75

high volume transfer stations. Top loading door
is available as an option.

Ace transfer trailer bodies are of welded
steel, unitized, frameless construction . .. 2,000
to 4,000 Ibs. lighter than competitive units usin
longitudinal frame construction. Less dead-
weight! More legal payload! High-tensile steel
side walls greatly increase strength without in-
creasing weight. And interior surfaces are free
of obstructions for fast, complete-load ejection.
* Check your state’s highway weight laws.

OPTIONAL
“TRAVELING ANCHOR”

Optional “Traveling Anchor" hydraulic compactfejection

system dellvers powerful 2-phase unloading thrust. After initial

force of 89,000 Ibs. starts load surging to rear of trailer, entire

T-track center rail on trailer
floor provides positive guidance
for compactionlejection panel
. . . prevents racking and jam-
mlndg. T-track also serves as a
guide and support for the hy-
draulic cylinder as it tele-
scopes during ejection cycle.

telescopic cylinder moves to second-phase position where
maximum thrust is again exerted. Two-phase design results in
a shorter, more efficlent cylinder . . . reduces trailer weight,
eliminates need for a “trailer nose” extension to accommodate
cylinder mechanism, improves load distribution.

Optional Walking Floor- call for specs

Standard rear tailgate of “door-
in-a-door” design. Ejection door
is side-hinged with heavy-duty
locking mechanism on right or
left as required. Lower door is
designed to accommodate sta-
tionary packer . . . can be sized
to handle a variety of makes.







